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ADSORPTION OF CHLOROFORM BY THE RAPID RESPONSE SYSTEM FILTER

1. INTRODUCTION

"The filtration of contaminated airstreams is one of several critical stages involving
the detoxification of nonstockpile materiel performed by the Rapid Response System
(RRS). A major concern during routine operations is to maintain adequate engineering
controls to prevent releasing hazardous compounds into the environment. One approach is
to use a single pass adsorption unit containing activated carbon to remove vapors that can
vent from the decontamination vessel. Typical operations may involve the decontamina-
tion of mustard and lewisite with organic oxidants in the presence of chloroform and tert-
butyl alcohol, which are used as solvents.

Of all chemicals used, chloroform, which will be present in significant quantities,
may offer the greatest burden to the RRS filter. Chloroform's removal by activated carbon
is limited to physical adsorption (no chemical reaction); and, due to its high vapor pressure,
the propensity exists for the vapor to desorb from the adsorbent bed during air purge.1

The extent of desorption is dependent upon the adsorption capacity of the adsorbent, the
adsorbed phase loading, temperature of the bed, purge volume, and the presence of other
adsorbed materials (i.e., water). The adsorption behavior is primarily governed by the
equilibrium concentrations of chloroform adsorbed at some fluid phase concentration. In
this investigation, adsorption equilibria and dynamic breakthrough data were measured to
determine the effect of purge air on desorption of chloroform from activated carbon. Test
conditions were limited to parameters simulating the RRS filter. The effects of
concentration, dosage, flow rate, purge volume, and relative humidity (RH) were
examined. The influence of other adsorbed chemicals, other than moisture, was not
determined.

The objectives of this investigation were to (1) estimate the vapor concentrations
of chloroform produced in the RRS decontamination process, (2) characterize the break-
through behavior of chloroform on activated coconut adsorbent used in the RRS filter
during feed and purge cycles, and (3) provide an estimate of filter life based on routine
RRS decontamination operations.

2. BACKGROUND

RRS Filter Specifications.

The complete RRS filtration unit is designed to remove particulate and vapor
contaminants prior to releasing the airstream to the outside air. Four stages of vapor
filtration are used, where the first two filters contain coconut shell-based adsorbent, and
the latter contain standard CW agent-compatible adsorbent (Figure 1). The location of the
coconut carbon filters was intended to either reduce or delay the loading of nonagent
vapors to the CW filters. The CW filters were to adsorb (physical and chemical) agent
vapors, because this carbon is the only material with validated performance against this
class of vapors. Filters one and two were selected to remove chloroform and initially other
nonagent vapors to reduce the loading of these vapors on the NBC filters (numbers three
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and four). The coconut carbon filters may also adsorb agent, with any desorbed material
being removed by the CW filters. The coconut filters are the subject of this investigation
and were characterized independently of the CW filters. All four filters were designed by
lonex Research Corporation (Broomfield, CO) and are similar in design except for the type
of adsorbent used in each filter. The filter selected for the RRS operation is a tray design
with two beds separated by the primary airflow (Figure 2). The airflow is split equally to
each bed. Specifications of the filter are shown in Table 1. In this investigation, the
breakthrough behavior of chloroform through one bed of the filter is simulated in a tube
configuration and is discussed in Section 3.3.

3. EXPERIMENTAL METHODS

3.1 Generated Chloroform Concentrations.

The RRS operation consists of a reactor vessel that uses chloroform as a solvent to
decontaminate agent-laden waste. During normal operations, the reactor vessel is the only
source where chloroform can escape into the airstream. A secondary source may occur
either during reactor filling or by a spill. The latter events are difficult to quantify, yet the
overall effect on the filter may be determined from adsorption capacity measurements. The
amount of chloroform that can evaporate into the airstream is a function of the surface
area of the liquid, the velocity of air across the surface of the liquid, and the temperature of
the liquid chloroform. In this investigation, experimental evaporation rates were measured
under a range of flows and surface areas. These values were compared to a math model
(D2) used to simulate liquid evaporation rates from surfaces. The D2 model is the
Department of Army's approved chemical hazard predictor for the Chemical Stockpile
Emergency Preparedness Program. The model evaluates the evaporation rate of a chemical
based on its molecular weight, molar volume, and vapor pressure when exposed to various
wind speeds. The driving force for evaporation is the difference between the mole
fractions of chloroform at the chemical-air interface and in the bulk airstream. If the mole
fraction of chloroform in the air is assumed to be negligible, the driving force can be
approximated by the ratio of the vapor pressure of the chloroform to the atmospheric
pressure. The model can simulate evaporation for both ambient conditions with a known
wind speed and for still air (<0.2 m/s). The properties of chloroform used in the D2 model
are shown in Table 2.

3.2 Isotherms.

Equilibrium capacities for the adsorption of chloroform from bulk nitrogen were
measured at 25 'C on coconut and BPL (unimpregnated) activated carbons. The coconut
adsorbent was supplied in granular form by lonex Research Corporation (Broomfield, CO),
and sized to 8-16 mesh (U.S. Standard Sieve). The BPL, a product of Calgon Carbon
Company (Pittsburgh, PA), is a bituminous coal and was sized to 12-30 mesh.

Figure 3 shows a schematic flow diagram of the isotherm apparatus. The system
consisted of a microbalance (CAHN-200), an IR gas analyzer (MIRAN-IA), and a stainless
steel bellows pump (Metal Bellows Company, Sharon, MA) for recirculating the gas in a
closed-loop configuration. The volume of the system was estimated at 7.0 L by injecting
measured quantities of air at reduced pressure. The adsorption measurements consisted of
purging the entire system with nitrogen and placing 80 mg of sample carbon into the
suspended basket. Prior to their use, all samples were oven dried at 110 TC for 3 hr.

9



Figure 2. Illustration of RRS Filter Produced by lonex Research Corporation

Table 1. RRS Filter Specifications

Model Type II flat bed

Number of Beds dual beds

Flow Configuration split flow

Bed Depth 5.1 cm each

Filter Bed Area 3910 cm 2

Flow Rate 150 cfm total (4245 L/min)
75 cfm per bed (2123 L/min)

Bed Airflow Velocity 9.1 cm/s

Residence Time per Bed 0.56 s

10



Table 2. Properties of Chloroform Used in the D2 Evaporation Rate Model

Molecular Weight, g/mole 119.4

Molar Volume, mL/mole 80.5

"Liquid Density, g/mL 1.484

Temperature, 'C 25

Atmospheric Pressure, mm Hg 760

Boiling Point, °C 61

Vapor Pressure, mm Hg A = 15.9732
(Antoine constants) B = 2696.79

C = -46.16

Surface Type non-porous

Reactor Vessel assumed square
0.037 m 2

Circulation Pump

Infrared Gas

Analyzer

Adsorbent
Bed

Injection

Port Data Acquisition

Figure 3. Schematic of Isotherm Apparatus

11



The flow rate of the system was set at 2.5 L/min. A known quantity of chloroform was
injected through a septum-sealed port located downstream of the microbalance. The
injected sample circulated through the system while passing across the adsorbent sample.
During the equilibrium period, the IR analyzer measured the gas phase concentration while
the output of the microbalance showed the weight increase due to adsorption of
chloroform. An equilibrium value was recorded when there was no appreciable change in
sample weight.

3.3 Dynamic Adsorption.

Chloroform breakthrough simulations of the RRS filter were measured on test beds
representing a single RRS filter under continuous and intermittent feed conditions. The test
conditions are summarized in Table 3. The continuous challenge tests provided information
on the time to breakthrough, simulating long-term exposures at high and low vapor
concentrations. A low concentration of 1.3 g/L represented a normal operation, and 10 g/L
was selected to represent a sudden release of chloroform, possibly due to a spill.

Table 3. Test Conditions for Intermittent and Continuous Challenges

Bed Diameter 3.1 cm

Bed Area 7.54 cm 2

Bed Depth 5.1 cm

Flow Rate 4.1 L/min

Flow Velocity 9.1 cm/s

Relative Humidity dry, 50% RH

Breakpoint Concentration 5.0 mg/m 3 (1.0 ppm)

Continuous Feed 130, 260, 390, 520
650, 967, 1732 g-min/m 3

100% breakthrough

Feed Concentration 1.3 and 10.0 g/m 3

Intermittent Feed 1300 g-min/m 3

Feed Concentration 1.3 g/m 3

Exposure Period 100 min

Purge Time (between feed) 14 hr
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In an attempt to determine the maximum life of the filter, intermittent challenges
of chloroform were run to simulate daily operations. In this investigation, a 100 min/day
operation was considered reasonable. This time represented the period when the reactor
was open, allowing chloroform to be released into the hood and subsequently passed
"through the filter. During the test, dry air was purged through the bed continuously. A
repeated challenge occurred every 24 hr until a breakthrough concentration of 1.0 ppm at
the effluent of the bed was recorded. The elapsed period of the test provided the useful
life of the filter prior to replacement.

Dynamic adsorption tests were run on carbon samples containing < 2% moisture
(as-received) and with carbons equilibrated to 50% RH. The carbon samples were
equilibrated overnight in a flowing airstream (through the bed) for 18 hr in a humidification
chamber set at 50% RH and 80 OF. To determine the weight gain, the adsorbent was
weighed before and after equilibration. Prior to testing, carbon samples were packed into
glass tubes of uniform depth (5.1 cm) and diameter (3.0 cm).

A schematic of the dynamic adsorption apparatus is shown in Figure 4. The
system included an RH control unit [Miller-Nelson (Monterey, CA) Model HCS-3011, a
sparger for disseminating the chloroform, a mixing manifold, dual test beds, and a gas
chromatograph (GC) [Hewlett Packard (Baltimore, MD) 5890 Series II] for measuring the
time-concentration profiles. The chloroform/air mixture was prepared by mixing 39 to
300 mg/min (depending upon the concentration desired) of chloroform with conditioned air
(dry or 50% RH) at 30 L/min. Test beds were exposed to specific dosages as summarized
in Table 3. At the end of the challenge period, air was purged through the sample beds,
and the effluent was monitored until desorption occurred. The concentrations of chloro-
form upstream and downstream of the test beds were monitored by a GC, equipped with a
flame ionization detector and capillary columns (VOCOLIM, 105 m length x 0.53 mm o.d.,
3.0 /m coating, Supelco 2-5358). Dosages were obtained by integrating the time-
concentration plots of chloroform measured at the influent and effluent positions of the
test beds.

4. RESULTS AND DISCUSSION

4.1 Glovebox Concentrations.

The values of chloroform concentrations expected to be encountered in the
glovebox were estimated by experiment and model. Those values, which range from 70.2
to 158 g/min-m 2 at 25 °C, are shown in Table 4. Model predictions show that the
evaporation rate ranged from 99 to 158 g-min/m 2 for airflow velocities at <0.3 m/s to as
high as 0.5 m/s.

For the RRS, the actual operational airflow velocity is 0.08 m/s, and the reactor
vessel area is 0.037 M 2 . Based upon these two parameters, the calculated evaporation
rate for chloroform is 129.7 g/min-m 2. The experimental values measured were lower than
the model predictions (70.2-88.9 g/min-m 2) and may be due to the higher test velocities
and smaller liquid areas of the samples evaluated. Also, intuitively, the 70.2 g/min-m 2

evaporation rate (taken at a velocity of 0.67 m/s and a liquid area of 0.0214 m2 ) would
have been expected to be higher than the 88.9 g/min-m2 , which was taken at a lower
velocity and liquid area. This discrepancy in the experimentally determined evaporation
rates should be accepted as being within experimental error.

13
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Table 4. Estimate of Chloroform Concentration (Normal Operation)

Evaporation Velocity Liquid Area
g/min-m2  m/s m2

"99 <0.3 0.100 model
158 0.5 0.100 model
129.7 0.08* 0.037 model*

88.9 0.35 0.0167 experiment
70.2 0.67 0.0214 experiment

*Actual operating conditions for RRS vessel and airflow velocity

In this study, a conservative value of 100 g/min-m 2 was used for the RRS
simulation. Based on this value and the surface area of the reactor vessel (0.037 m2), an
evaporation rate of 3.7 g/min (specific to the RRS vessel) of chloroform was estimated.
Given an airflow velocity range of 0.08-0.12 m/s at 100 and 150 cfm, respectively, a
vapor concentration of 1.3-0.86 g/m' would result for each minute the reactor vessel is
open, assuming there is no change in the evaporation rate constant. Note that at airflow
velocities less than 0.2 m/s, the D2 model considers the air to be "still wind," and small
changes in velocity below this value would not result in a significant change in evaporation
rate. Also note that an increase in operating temperature and a reduction in atmospheric
pressure will increase the evaporation rate, producing a higher vapor concentration.

A simple relationship of time of operation and dosage to the filter was determined
per day and is shown in Table 5. A 100 min/day operation was selected in this study.

Table 5. Filter Dosages as a Function of Operation Time per Day
(Estimate is based on 100 cfm diluent.)

Time Dose Dilution Dosage
min/day g L mg-min/m 3

1 3.7 2830 1307
10 37 28300 13074

100 370 283000 130740
500 1855 1415000 653700

4.2 Adsorption Equilibria.

Figure 5 shows the measured isotherms for adsorption of chloroform (0-7.0 mg/L)
on coconut carbon (Ionex) and the familiar BPL-grade activated carbon (Calgon Carbon).
The shapes of both isotherms are favorable with improved linearity approaching the

15



Henry's law region below 0.1 mg/L (Pi < 2.0 Pa). One sees in Figure 5 that the selectivity
of the coconut carbon for chloroform is stronger than it is with BPL. This increased
affinity at very low pressures is characteristic of the pore size distribution and surface
chemistry unique to each material.

-1

0.3

TCoconut Carbon
0.25

E 0.2}

0.15 BPL0
-J
0

0.1

0.05

0I I " I I I

0 1 2 3 4 5 6 7 8
Concentration, mg/L

Figure 5. Isotherm of Chloroform on Coconut and BPL Activated Carbons

The slope of the isotherms in the linear region indicates chloroform's affinity for the
adsorbent and can be represented by:

K, = OIIPT Xi(1)

where K, is the Henry's law constant (mmol/g/Pa) for chloroform and represents the
limiting slope at infinite dilution (PI -- > 0).2.3 a, is the amount of chloroform adsorbed
(mmol/g) at an equilibrium gas phase mole fraction of x, from a total pressure of PT (Pa)
and temperature equal to 25 *C. Analysis of this region shows that K, is estimated at
0.5675 mmol/g/Pa for the coconut carbon and 0.3190 mmol/g/Pa for the BPL carbon. The
increased selectivity for the coconut carbon is most likely due to an increase in the number
of micropores of higher energy, although differences in the surface chemistry may also
influence the slope of the isotherm in this region.
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The curved region of the isotherm for the coconut carbon falls between loadings of

0.094 to 0.283 g/g with an exponent equal to 0.36,

Q02101 = (C-C 1) (2)

"The degree of curvature indicates the relative pore distribution sizes and their
respective volumes in the micropore region.4 A narrow distribution will yield a smaller
exponent, n, and be characterized by more rapid curvature. This behavior is typical of
nutshell carbons where a greater number of pores fall in a relatively narrow size range and
contain a significant micropore volume. Similar analysis of chloroform adsorption on BPL
carbon shows a wider pore distribution (n = 0.50) and a lower adsorption capacity in the
micropore region.

At higher loadings, the isotherm for the coconut carbon once again becomes
approximately linear out to the maximum measured concentration of 7.2 mg/L
(Pi = 149.6 Pa). The adsorption capacity increases to 0.29 mL/g. In this region,
adsorption is characterized by chloroform layering as opposed to pore-filling seen at lower
pressures.5 Figure 6 shows a log-log plot of adsorption capacity and relative pressure
using the Dubinin-Radushkevich expression for both BPL and coconut carbons. Extrap-
olation to the y-intercept (log Q, mL/g) indicates that 37.7% (0.77 mL/g) of the total
micropore volume is occupied at 7.2 mg/L vapor concentration for the coconut carbon. By
comparison, BPL's micropore volume is estimated to be 0.24 mL/g at 7.2 mg/L and
occupies 48% (0.50 mL/g) of the total micropore volume.

0

-0.2 Coconut Carbon: intercept at log Q = - 0.26 = = > Q = 0.77 mL/g

BPL Carbon: intercept at log Q = -0.35 = => Q = 0.50 ML/g

-0.4

"_ -0.6
E
d -0.8
M

0
-1

-1.2 ED

-1.4

-1.6

0 2 4 6 8 10 12 14 16 18 20
Iog^2 (P/Po)

Figure 6. Plot of Micropore Volume Plot of Coconut and BPL Carbons Using the
Dubinin-Radushkevich Equation
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Based on the above results, it is anticipated that the coconut carbon would perform
better than the BPL grade carbon under dynamic adsorption conditions. Yet, neither grade
of carbon produces an isotherm that is ideal for adsorption (high uptake) and desorption
(high retention/low desorption). In principle, the more favorable an isotherm, the less
favorable desorption will become. Therefore, under purge conditions (zero adsorbate),
desorption will result as governed by isotherm shape. The advantage of a steep isotherm
followed by an extensive plateau (Figure 5) is that desorption can be minimized under
reduced vapor concentrations. The coconut carbon, having a higher affinity (initial slope)
for chloroform than BPL, also has a greater adsorption capacity. However, in the region up
to about 1.5 mg/L vapor concentration, the selectivity (i.e., isotherm slope at low loadings)
for chloroform falls rapidly for both carbons yet continues to climb. In this transition, the
adsorbed phase loading (slope is decreasing) changes significantly with a change in the
vapor phase concentration. During dynamic adsorption, similar changes are anticipated in
addition to kinetic factors, resulting in desorption during purge and spreading of the
concentration zone.

4.3 Chloroform Breakthrouah.

Based upon the physical parameters of the RRS (i.e., reactor size, glove box
airflow velocity), a range of challenge concentrations from 1.3 and 10 g/m 3 was
established for this testing to simulate RRS operations (Section 4.1). The times to achieve
an effluent concentration of 1.0 ppm (5.0 mg/m 3) of chloroform were measured on test
beds whose carbon depth and airflow velocity simulated the RRS filter. Total challenge
dosages ranging from 390 to 1732 g-min/m 3 of chloroform were evaluated.

All data were recorded under continuous feed except for the lowest dosage
(390 g-min/m 3), which was evaluated for both continuous feed and an intermittent feed of
three dosages of 130 g-min/m3 each. Breakthrough time decreased with increasing
dosage, as anticipated. At the 10 g/m 3 challenge, the test was run to breakthrough
(5.0 mg/m 3) in 173 min. Based upon the flattening shape (decreasing slope) of the
chloroform adsorption isotherm, this measurement provided the maximum dosage the bed
could withstand under a continuous feed condition, which is equal to 1732 g-min/m3 . At
1.3 g/m 3 , the time to breakthrough is increased to 711 min. The measured capacity is
reduced to 925 g-min/m3 because of the changing shape of the isotherm.

Note the effect of purgevolume on time to breakthrough at reduced dosages and
the effect it has on spreading the wavefront deeper into the bed. At dosages of 650 and
520 g-min/m 3, breakthrough occurs at 850 and 1200 min, respectively, indicating that the
wavefront continued to advance with increasing purge volume. The capacity of the bed is
reduced at decreasing dosages under continuous purge conditions. If no spreading
occurred (as in the case of strongly adsorbed materials such as mustard), the length of the
wavefront would be proportional to the zone length for the maximum dosage less the
critical bed depth. At dosages less than capacity, no amount of purge would advance the
wave. However, for a chloroform challenge with decreasing dosage and increasing purge
volume, the wavefront slowly advances in a manner similar to a chromatogram.

Figure 7 shows that a test under continuous feed at 390 g-min/m 3 (at 1.3-g/m3

feed) produces breakthrough in 1550 min, with a total purge volume of 5125 L (to
breakpoint). Figure 7 also shows the 390 g-min/m 3 dosage test, which consisted of three
intermittent challenges of 130 g-min/m 3 each. By comparison to the continuous feed test,
the intermittent challenge time to breakthrough is 3655 min for the same total dosage
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(390 g-min/m 3). The cumulative purge volume (which includes the purge times between
the three individual challenges of 130 g-min/m3 ) was 13735 L. The specific time intervals
associated with the intermittent challenge test are presented in Figure 8. Specifically, the
individual challenges were delivered at 1 500-min intervals until breakthrough occurred. As
discussed in Sections 3.1 and 4.1, this test simulated the most realistic exposure to
chloroform during a typical RRS operation.

Overall, the intermittent challenge test had a total purge volume of 13735 L
compared to only 5125 L for the continuous challenge test. However, if one compares the
purge volume after both carbon beds received the entire 390 g-min/m 3 challenge, the
intermittent test had a final purge volume (after the third incremental challenge) of only
2895 L versus the previously mentioned purge volume of 5125 L for the continuous
challenge test. If the zone lengths were proportional to dosage and not affected by purge
volume, then the purge volume (and dosage) to breakthrough would be identical for
continuous and intermittent runs. A lower purge volume (to breakthrough) indicates a
longer mass transfer zone due to spreading. The reduction in purge volume between the
intermittent and continuous tests, from 5125 to 2895 L (the volume following the third
intermittent dosage to breakthrough), suggests that spreading occurred beyond the length
proportional to the dosage level. Although it appears that the intermittent tests provided a
longer operating life, the actual working capacity of the adsorbent bed is reduced.

The above analysis shows that an increase in the useful life of the RRS filter can be
obtained by reducing the purge volume between operations. Assuming each RRS
neutralization operation generates a 130 g-min/m 3 feed, the capacity of the bed under
continuous feed is approximately 925 g-min/m 3 or seven reactor cycles. If the purge
volume is either eliminated or reduced to a minimum between operations, the filter life
could be extended from 2 to 7 days.

4.4 Adsorption at 50% RH.

The moisture contents of the carbon samples tested as-received and at 50% RH are
shown in Table 6. As anticipated, the weight pick-up of moisture is relatively low (8.2%
coconut, 3.8% BPL), reflecting the hydrophobic properties of activated carbons. The
higher weight pick-up of the coconut carbon is due to an increase in the number of smaller
pores with a higher volume than BPL, as indicated in the chloroform adsorption isotherms.

Table 6. Equilibrium Capacities of Chloroform on Coconut and BPL Adsorbents

Q.mLLa
Adsorbent Method Dry 50% RH

lonex Dynamic 0.397 0.337
BPL 0.287 0.282
lonex Isotherm 0.337 ----
BPL 0.297 ----
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In Figure 9, the chloroform breakthrough on dry and moisture-laden carbons is
shown under a continuous feed of 10 g/m 3 . A 25% reduction in breakthrough time is
measured for the coconut carbon, resulting in a 43-min loss in filter life. In comparison, the
effect of moisture content (50% RH) on breakthrough time is negligible for BPL carbon.

Equilibrium capacities estimated from the stoichiometric centers of complete
breakthrough curves (100% feed) support the observed change in breakthrough time with
moisture content (Figure 9). Note that the equilibrium capacities for the dry samples are in
good agreement with the adsorption isotherm values discussed in Section 4.2. Table 6
shows that a 15% reduction in chloroform capacity is obtained at 50% RH for the coconut
carbon.

At lower dosages, the effect of increased moisture is more dramatic on reducing the
time to breakpoint (Figure 10). At a dosage of 1000 g-min/m 3, the breakpoint is
220 min (dry) and is reduced to 150 min (50% RH). The reduction in filter life is due to the
apparent speed of the wavefront as it is increased due to the loss of higher energy sites
occupied by moisture.

5. CONCLUSIONS

The following conclusions result from the study conducted:

Chloroform vapor concentrations of approximately 1.3 g/m 3 can result during normal
RRS decontamination operations. This is based on an evaporation rate of
3.7 g/min from a reactor vessel surface area of 0.037 m2 , at 25 °C, 1.0 atm pressure and
100 cfm airflow.

The isotherms for BPL and coconut carbons indicate that the coconut carbon has a
higher affinity for chloroform (at very low partial pressures) than the BPL carbon. At higher
concentrations, the chloroform capacity of the coconut carbon is 0.29 mL/g versus 0.25
mL/g for BPL carbon.

The maximum chloroform capacity of an 8 x 16 mesh coconut carbon RRS filter (as
estimated using laboratory tube samples) is 925 g-min/m 3 for a continuous challenge of 1.3
g/m 3 and 1732 g-min/m 3 for a continuous challenge of 10.0 g/m 3.

A total dosage of 130 g-min/m3 was used as a reasonable estimate of the dosage
likely to be encountered by the RRS filter during daily operations. This value assumes
approximately 3 neutralization cycles taking a total of 100 min with a challenge
concentration of 1.3 g/m 3.

Intermittent challenge testing with chloroform at 1.3 g/m 3 was conducted on
8 x 16 mesh coconut carbon at the bed depth and airflow velocity associated with actual
RRS filters. Three challenges of 130 g-min/m 3 were conducted with continuous air purging
between each challenge. The challenge dosages were 1500 min apart. A breakthrough
concentration of 5.0 mg/m3 did not occur until after a total purge volume of 13735 L of
clean air had passed through the simulated filter. The elapsed time to the break concen-
tration was 3655 min. This test simulated 3 days of RRS neutralization operations.
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Based upon the estimated evaporation rates used, the RRS system could
theoretically operate for 2 + days conducting neutralization operations with chloroform
(100 min total challenge each day at 1.3 g/m 3) before a filter change would be required.

For comparative purposes, continuous challenge testing with chloroform at
1.3 g/m 3 was conducted on 8 x 16 mesh coconut carbon at the bed depth and airflow
velocity associated with actual RRS filters. A single challenge of 390 g-min/m 3 was "fed"
to the carbon sample. At the conclusion of the challenge, a clean air purge continued until
the effluent concentration (break) of 5.0 mg/m 3 was achieved. Breakthrough occurred after
5125 L of clean air had passed through the simulated filter. The elapsed time to the break
concentration was 1550 min.

As demonstrated by the differences in carbon performance between the intermittent
and continuous filter challenges, the chloroform wavefront continues to migrate across the
filter bed during clean air purge. Therefore, for any fixed challenge dosage tested herein,
the chloroform will eventually penetrate the 8 x 16 mesh coconut carbon filter bed. Hence,
the capacity of the RRS carbon filter is reduced to equal the challenge dosage under
continuous purge conditions.

For a chloroform challenge of 10 g/m 3, coconut carbon that was equilibrated to 50%
RH showed a 25% reduction in the chloroform filtration performance. This 25% reduction
was equivalent to a 43-min loss in filter "life." The effect of moisture content (50% RH)
on the breakthrough time of BPL carbon was negligible.

The RRS operations conducted worldwide over a variety of environmental conditions
(filtered air relative humidity) will result in a wide variation in coconut filter adsorption
performance for chloroform. Insufficient data were taken during this evaluation to quantify
filter performance at high relative humidities.
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